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AC & DC POWER SUPPLY

M10-AD360 SERIES

Features
.Both AC and DC output (DC unregulated)
.AC and DC output voltage synchronization
.LED meters for both voltage and current
.DC smoothing function

Specifications
.Output Power:  max.60VA(M10-AD360-2)
                            max.150VA(M10-AD360-5)
.Display Accuracy: Voltmeter (2.5%Rdg+2digits)
                                  Ampmeter (2.5%Rdg+2digits)
.Protection:        Over current
.Input voltage:   110~127VAC 10%/220~240VAC 10%
    
 
  

Model
 Voltage Current

Weight
(kg)Dimensions(W D H)

M10-AD360-2

Output Output

0~30V 2A

M10-AD360-5 0~30V 5A

M10-AD360-5

10260 160 260mm

260 160 260mm 10

M10-AD370
Features
.AC and DC combined power supply
.DC constant voltage and constant current
.AC output current limited and continuous adjusting
.AC output over load electronic protection

Specifications

DC output
.Output Voltage:      0~30V
.Output Current:      0~6A

-4 -3.Line Regulation:    CV 1 10 +3mV   CC 2 10 +3mA
-4 -3.Load Regulation:   CV 1 10 +5mV   CC 2 10 +5mA   

.Ripple & Noise:      CV 1mVrms         CC 3mArms

.Display Accuracy:  Voltmeter  (0.2%Rdg+2digits)
                                   Ampmeter (1.0%Rdg+2digits)

AC output
.Output Voltage:      0~30V
.Output Current:      max.6A
.Display Accuracy:  Voltmeter  (1.0%Rdg+2digits)
                                   Ampmeter (1.0%Rdg+2digits)
.Input Voltage:         220~240VAC 10%
.Dimensions:            380(W) 140(H) 300(D)mm
.Weight:                    12kg

    
 
  

M10-AD370
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                     AC & DC POWER SUPPLY
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M10-AD22 SERIES

Features
.AC and DC combined power supply
.DC constant voltage and constant current
.AC output over load protection
.19-inch rack mount (3U) and benchtop
.Output from front panel and rear panel
.Temperature controlled fan

Specifications

DC output
-4 -3.Line Regulation:  CV 1 10 +3mV  CC 2 10 +3mA

                                Fixed output 10mV
-4 -3.Load Regulation: CV 1 10 +5mV  CC 2 10 +5mA

                                Fixed output 10mV
.Ripple & Noise:    CV 1mVrms  CC 3mArms
                                Fixed output 10mV
.Fixed Output Accuracy:  2.5%
.Display Accuracy:  Voltmeter  (0.2%Rdg+2digits)
                                   Ampmeter (1.0%Rdg+2digits)
AC output 
.Display Accuracy:  Voltmeter  (1.0%Rdg+2digits)
                                   Ampmeter (1.0%Rdg+2digits)
.Input Voltage:  110~127VAC 10%, 220~240VAC 10% Switchable    
 
  

Model
Voltage Current

Weight
(kg)

Size

M10-AD2205

DC Output DC Output

Voltage

AC Output

Current

AC Output

0~30V,5V 0~5A,3A 0~250V 2.5A 19" 3U 14

M10-AD2210 0~30V,5V 0~5A,3A 0~250V 4.5A 19" 3U 16

M10-AD2210
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