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BXL-07 INDUCTOR BOX

Features
.High accuracy  to 5%(decade 1~6); 10%(decade 7)
.Economical, high performance high resistance decade 
  for all laboratory
.Plastic cabinet for better insulation 

1                                                                            

BXL-07 Specifications

Range Max.DC 
Current

Decade
Dimension(mm)
      (L W H) Weight

2                                                                            

3                                                                            

4                                                                            

5                                                                            

6                                                                            

7                                                                            

1 H~10 H                                                                           

10 H~100 H                                                                           

100 H~1mH                                                                           

1mH~10mH                                                                           

10mH~100mH                                                                           

100mH~1H                                                                           

1H~10H                                                                           

300mA                                                                            

200mA                                                                            

100mA                                                                            

100mA                                                                            

70mA                                                                            

50mA                                                                            

40mA                                                                            

170 240 90                                                                           1.2kg                                                                           

BXL-07                                                                              

BXC-05 CAPACITOR BOX
Features
.High accuracy  to 5%
.Economical, high performance high resistance decade 
  for all laboratory
.Plastic cabinet for better insulation 

1                                                                            

BXC-05 Specifications

RangeDecade    Max.Voltage Dimension(mm)
      (L W H) Weight

2                                                                            

3                                                                            

4                                                                            

5                                                                            

0.1nF~1nF                                                                           

170 240 90                                                                           0.8kg                                                                           

1nF~10nF                                                                           

10nF~100nF                                                                           

100nF~1 F                                                                           

1 F~10 F                                                                           

300VDC/230VAC(50Hz)                                                                           

BXC-05                                                                              

LAB DECADE BOX


