TENMARS ST-130 Noise Dose Meter

SOUNDTEK SIR|US

e TM-101 Sound Level Meter

ST-130 Noise Dose Meter

Measurement ranges: According to
® Display Range : 30-90dB ; 50-110dB ; 70-140dB. Standard:

® Test Range : 41-86dB ; 55-106dB ; 75-125dB. IEC 61252-1993
® Frequency Weighting : A; C; Z. IEC 61672-2002
® Peak Range : 90 ~ 143.(PEAK) ANSI S1,25-1992
®Frequency :31.5~ 8K Hz. ANSI S1,4-1983
® Peak Weighting : C ; Z. ANSI S1,43-1997

® Battery Life : >24 hr.

Features:

® Perform OSHA and IEC Noise accumulation surveys.

® Six built-in standard dose measurement setups :
OSHA, MSHA, DOD, ACGIH, IS085, IS090.

® One user-defined measurement setup.

® Adjustable Criterion Level, Exchange Rate, and Threshold.

® Data logger up to 1,000,000 readings, sampling times between 1sec
and 24hr.

® Stores up to 10,000 dose meter surveys’ results.

® Data includes Start / Stop Time, %Dose, TWAS, LEP, 8h, Leq, SEL, LN%,
SPLMAX, SPLmin, PeakMAX when used in the Dose meter mode.

® |n sound level mode, meter displays sound level, time-averaged sound
level (Leq), PeakMAX, and sound exposure level. (SEL)

o USB interface with Windows XP / Vista /7 /8 /10.

TM-101 Sound Level Meter

Specifications:

e Display : 3 1/2 digits LCD ,Resolution : 0.1dB,

e Standard applied : IEC651 Type2, ANSI1.4 Type2.

e Frequency range : 31.5Hz ~ 8KHz. e Measuring level range : 30 ~ 130dB.

e Measurement item : SPL (Sound Pressure Level) e Frequency weighting : A/C.

e Microphone : 1/2 inch Electret condense microphone.

e Time weighting : FAST(125mS),SLOW(1sec)

elevelranges: LO :30~80dB. Med:50~100dB. Hi :80~ 130dB.

e Accuracy : *1.5dB(under reference conditions). ® Dynamic range : 50dB.

e Alarm function : "OVER" is showing when input is more than upper limit of range.
"UNDER" is showing when input is less than lower limit of range.

e MAX/MIN hold : Hold readings the Maximum or Minimum value.

e AC output : 1Vrms at FS. (full scale)

e DC output : 10mV/dB. output impedance approx.100(2.

e Output impedance : Approx.50Q.
FS : means the upper limit of each level range.

e Low battery indication : Replace battery as LCD display "

e Power supply 9V NEDA 1604 - IEC 6F22,JI1S 006P battery 1pc.

e Power life : About 30 hrs. (alkaline battery)

e DC adapter : Voltage 9VDC.(8~13VDCMax) Supply current : >30mADC.

e Dimension : 280x80x32mm.(LxWxH) e Weight : About 300g. (Including battery)

External Diameter— 5.5mm

Positive 1] Internal Diameter —* 2.1mm

Ground



