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DU-9001   

Capacitor testElectrolytic capacitor test & scanning 
system with leakage current test

Applied Features:
■ 	 Easier and productivity 
   	 Can be scan 10pcs
■ 	 Fully functions
. 	 All data of Cx / D / ESR / Leakage current can be tested in one touch
■ 	 Report tables
.  	 All test data can be saved in PC and create QC report table, test data files compatible with Microsoft Excel or any database
■ 	 Highly flexible
.	 Can be connected all models of Deltaunited’s LCR meter and leakage current tester

Specifications
Model 	 DU9001
Instrument	 DU-6219	 DU-2316
Parameter 	 C/D , Z/R LC
Measurement Range	 Frequencies: 40Hz~200KHz, 30 Points Selectable	 1. 300 ~ 450V / ≤330uF 	    2. 160 ~ 250V  / ≤470uF 
	 Test Voltage: 0.01V~1.00V 	 3. 63 ~  100V  / ≤1200uF	   4. 50V/ ≤3300uF 	 5.   35V  / ≤4700uF 
		  6. 25V             / ≤6300uF	   7. 6.3 ~ 16V / ≤10000uF
Test operation	 Set up by Teat System Cap software, set the data to be stored in the Excel and can be directly imported from the 
	 Excel file.
Test speed	 Testing 10 products Lc+C/D+Z/R about 35 seconds + charging time     
Scan group number	 Test values for each of the 10 groups, a single Excel file can be recorded 40 times
Test model	 LC > LCR / LCR > LC / LCR / LC 4 test modes selectable
Test time	 Time 40 ~ 1, each test 10 capacitors, the 40 can be recorded in the same Excel file
Report format	 Support for the Sample file format, which is attached to the software by the user. The test will be carried out and the
	 test results are returned.	
Automatic backup	 Can specify the file folder in the storage of automatic backup file
Search function	 Can search the file and import program
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