TENMARS

SOUNDTEK SIRIUS <Ir>

( 30~130dB.
Bluetooth

Sound Level Calibrator
Sound Level Meter

TM-102 Sound Level Meter
TM-103 (Dataloegeging) Sound Level Meter
TM-103B (Datalogeging) Sound Level Meter

Features:
e Test range: 30~130dB.
e USB interface, 14,000 records datalogger.
e According to standard : EN61672 type 2.

Functions:
e Data hold. e Max / Min.
e Auto power off. e Auto Ranging.

e Backlit display. e Time Weighting: Fast, Slow.

e Frequency Weighting: A,C.

e Dimension: 200x56x32mm(LxWxH) (TM-102/TM103)

236x56x41mm(LxWxH) (TM103B)

e Weight: 290g.(including battery) (TM-102/TM103)
310g.(including battery) (TM103B)

TM-103B

¢ USB or Bluetooth communication selectable.

e |VT 8.0.355.0 duly authorized software.

e Communication distance up to 10m.

e Applicable System:Windows 98SE/ME/2000/XP/Vista/7/8/10

Specifications:

Models TM-102/TM-103 [ TM-103B
Microphone 1/2 inch Electret condenser microphone
Resolution 0.1dB
Accuracy +1.5dB(ref 94dB@1KHz) | +1.4dB(ref 94dB@1KHz)
Lo :30~80dB
Level range Med : 50~100dB
Hi :80~130dB
Dynamic range 50dB
Frequency range 31.5Hz ~ 8KHz [ 20Hz ~ 8KHz

TM-100 Sound Level Ca
According to Standard:

librator ST-120 Sound Level Calibrator
IEC 60942:2003 Class1/ANSI S1.40-1984.

Sound levels :
ANSI S1.4 1984 and I[EC 9421988 Class2. | *®Scundpressure levels

e Setting standard sound level
at 94 dB and 114 dB.

e 1/2" microphone adapter
provided.

e Low battery indicator.

e Size : 248 x 125mm.

o Weight : About 2854g. (including battery)

e For 1/2" condenser microphone
calibration.

¥ e Low battery indication.

e Harmonic waves distortion +3%.

e Qutput feedback detection.

. Specifications
e Qutput sound level :
at 94dB and 114dB.

e Frequency :

IOutput frequency Test condition Accuracy . ;{fgjzrai:;/ ° gilfos.g:jgm)
a.) Environment Temperature : 114+0. 5dB
1KHz 4% 20°C - +0.5dB
b.) Relative humidity : 65% e Power: 9V battery 006P or IEC6F22 or NEDA 1604
c.) Atmospheric pressure : e Operation environment :
1013m bar 23.0°C +3°C <85%RH ,850mbar~1050mbar, =2000M




