Radiation / RF Strength Meter

SOUNDTEK SIRIUS <3t

TM-93 Radiation / RF Strenegth Meter
2.4 (inch) color TFT LCD

® 4 digits, 2.4 inches color TFT LCD.

® Gamma radiation dose rate and dose mensurement.
® RF historical recods.

® Bargraph Display.

/ RF Strength Meter ® Data Hold.

Hold G ) i [] ® Sampling rate : 6 seconds per time.

Radiation Dose rate ) )

00.05 ® Audible key tone alarm function.

leulmuli:;:dm ® [ anguage : English, Traditional Chinese, Simplified Chinese, Japanese, Spanish.

RgFgc,??uf]: AR Specifications Radiation RF Strengh field
Sensor type Geiger—Muller tube RF Strength
Range 0.05uSV/In~19.99uSvVi or |, 1 \Vim? to 484 6uW/m?

5uRem/h~1999uRem/h

Resolution 0.01uSv/h / 1 uRem/h g:gl”m":’mi;?ﬁﬂ;‘g;m’
Energy dependency / Frequency 0.1to 1.25 Mev 50MHz to 3.5GHz
Accuracy +15% + 2dB at 2.45GHz
Operating temperature & humidity 5°C to 40°C, below 80% RH
Storage temperature & humidity -10°C to 60°C, below 70%
Battery 9V alkline battery x 1
Battery life Approximate 10 hours
Dimension 115x60x32mm (LxWxH)
Weight About 150g

TM-91 Radiation Monitor

Accuracy : =15% Reading

The values in z Sv/h, zRem/h on LCD screen.
Measurement Range:

0.5 4 Sv/h~19.99 4 Sv/h , 50 y Rem/h~1999 ;s Rem/h.

® Quick response to the radiation strength of Beta(8 ) & Gamma( r ) ray.
® Bright LCD display for night or day operation.

® Built-in GM tube. ® Audio alarm set function.
p ® Auto Ranging. e Automatic detection, easy setting.
(Ul { ® | ow battery indication. ® A beeper chirps with each radiation count.
uSvih - Display 3 1/2 digit LCD
* : : . 0.01 g Sv/h ~19.99 g Sv/hr
Rispiayange 11 R‘;m!h~1 999 1 gemfh
Resolution 0.01 ¢ Sv/h ,1 gRem/h
= Test Radiation B -radiation & 7 -radiation
| RADIATION MONITOR |
Energy dependency 0.1 to 1.25 Mev
Accuracy +15% reading
Operating temperature & humidity 0°C~50°C ; below 80% RH
Storage temperature & humidity -20°C~60°C ; below 75% RH
Battery Type 006P 9V
Battery Life about 50 hour
Dimension 143x74x34mm. (LxWxH)
Weight 2209




